INVERTERS 500 series

DC-DC omvandlare for blybatteri laddning
DC-DC inverters for lead acid battery charge

S00wW

Skyddad mot omkastad polaritet och
Overspanning ( intern sakring )

Termiskt sékrad, kortslutningssaker
och 6verspanningsskyddad ( utgang )

Ingangen ar galvanisk skild fran utgangen

Skruvplint anslutningar

Trimbar

Protected against reversed polarity
an overvotlage ( by internal fuse )

Thermal protection , short circuit proof
and overvoltage protection ( output )

The input is electrically separated
from the output

Screw terminals

Trimable

"=TYSTOR

BATTERYCHARGERS

Tystor AB « Nilsbol « S-64295 Flen « Sweden
Tel: +46 (0)157 70450 « Fax:+46 (0)157 70454
www.tystor.com ¢ sales@tystor.com



TEKNISKA DATA /| TECHNICAL DATA

Inspanning / Input Voltage se tabell/ see table V
Utspanning / Output Voltage se tabell/ see table V
Utstrém cont / Output current cont se tabell/ see table A
Utstrom topp / Output current peak se tabell/ see table A
Max uteffekt kont. / Max. output power cont. 450 W
Max uteffekt topp / Max. output power peak. 500 W
Egenfoérbrukning ingen last /Consumption no load 200 mA
Verkningsgrad / Efficiency >86 %
EMC standards / EMC standards EN 55022/EN61000-4-2,3,4,6,8
Hojd/Height 50 mm
Bredd/Width 115 mm
Langd/Length 230 mm
Vikt /Weight 1,2 kg
Artikelnummer / Art.no se tabell/ see table
Artikel nummer Inspanning Utspanning Utstrom cont. Utstrom topp
Article number Input Voltage Output voltage Output current cont. Output current peak
400-020 19-72V 27,6 V 18A 21A
400-021 19-72V 13,8V 36A 40A
400-022 19-72V 55,2V 9A 10,5A
400-023 72-144V 276 V 18A 21A
400-024 72-144V 13,8V 36A 40A
400-025 72-144V 55,2V 9A 10,5A
Typinstallation / Typical installation
/ \
UT / Batteriladdning o e IN / Kélla
OUT / Battery charge Sakring [ Sakring IN / Source
Fuse Fuse

Vi forbehaller oss ratten att andra tekniska data utan féregaende meddelande.

We reserve the right to alter the technical data without prior notice. DC-DC_500_inverters_1403
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